
Brand: Hurricane
Engine: Buick 6cyl
Part Type: Connecting Rods
Center to Center Length: 163.2mm/6.425"
Big End Bore Diameter: 60.27mm/2.373"
Big End Width: 21.41mm/0.843"
Small End Bore Diameter: 22.99mm /0.905"
Small End Width: 21.41mm/0.843"
Beam Style: I-beam
Connecting Rod Bolt Diameter: 3/8"
Quantity :6pcs/set
Approximate Connecting Rod Weight: 660g/piece
Advertised Horsepower Rating: 1000hp
Material: Forged 4340 steel
Connecting Rod Finish: Shot-peened, Polished
Pin: Bronze wrist pin bushings
Wrist Pin Style: Floating
Cap Retention Style: Cap screw
Weight Matched Set: Yes ,Balanced +/- 1g
Magnafluxed: Yes
Private Label: Yes ,available
Custom design: Yes, accept

Buick 6cyl forged connecting rods are designed and machined in a high performance I beam construction,
same with other Hurricane rods , all these Buick forged rods are magnafluxed , temperinged, polished and
shot-peened for superior strength and durability , it engineered for Buick engines up to 1000+ HP . 



Hurricane produces 4340 forged connecting rods for a wide range of applications, include I
Beam, X beam and H beam shapes ,
you can click the link to view more view more beam shapes details . What's more , we also supply
 custom connecting rods service , if you have custom needs , please feel free contact our skilled sta
ffs .

Hurricane only keep few sets rods in stock currently , so if you only need 1 or 2 sets rods , please c
onfirm with our staffs to check whether they are available . 

FAQ :

Q: Are you a trading company or manufacturer ? 
A: We are a manufacturer
, we have our own rods factory since 2000 in Chengdu , China . You are welcome to come here to v
isit our factory , we would like to show more finish machine details for you at workshop . 

Q: How could i get a sample ? 
A: Please confirm with our staff online or via email to check that if the sample are available , if yes
 , we would like to send some sample for you to check quality before order placed . 

Q: How longe the rods will finish machined once order placed ? 

https://www.hurricanerods.com/news/Hurricane-Connecting-Rod-Features-Various-Beam-Designs.html
https://www.hurricanerods.com/Contact-Us.html


A: Generally speaking , if it is not peak production period, the delivery time will be 65-70days ; but if
 it is peak production time , the delivery time will be 80-90 days . Detailed working Schedule will be 
provided once order placed , and we can update per week if you need . 


